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Old AC

HS 12"
See note 6

2" Asphalt concrete
around frame to provide
smooth match with pavement.

2'-0"

Existing concrete
base

FRAME ADJUSTMENT DETAIL

completion of new AC.
New AC

Remove existins

See Note 3

Provide temporar
circulor frameworl

Use new frame and cover. [~
Set to new grode aofter

sting concrete collar N4
above cold joint and replace 2

Metal cover and frame
(Schematic only)-See
Note 2.

2' diameter Portland Cement
Concrete jocket covered with 2"
of asphalt concrete-See Note 1.

2" Asphalt concrete
around frame to provide
smooth match with pavement.

2'-0"

| See Note 3 .
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No concrete in this area
to allow for droinage.

See Note 5

Concrete core
cast in 6"
diameter drilled
hole
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INSTALLATION DETAIL
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NOTES:

Portland cement concrete for jacket and core
shall be Class 2 (590 Ib. PC per cubic yord)
with ¥4" maximum aggregate max-medium
grading.

Approved covers and frames are those
manufoctured by Chrisp Custing, Part No. 9277M
or 9278 or approved equivalent. Covers shall be
marked "Monument” shall be non-rocking ond
designed for a 15000 Ib. wheel load.

30+ felt

r '/s" layer of sond to create a
"cold joint”

6" diometer collar formed with 30* felt.

Solid brass marker (134" diometer top ond

%" x 2" shank) with distinctive punch

and R.E. or L.S. number.

When "H" exceeds 12", o complete reconstruction
of monument is required.
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